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REV.

Description

首次发行
0.0

刘萱萱

2019/3/8

AC端子更换,同步变更文档,变更壁挂板
1.0

正反打印,需折叠出货

出厂方式
刘萱萱

2019/4/22

285 mm

删除无屏信息

BMU Installation

刘萱萱

2019/7/9

210 mm

2.0

二折

一折
Packing List
Packing List

技术要求：
1.材质为80g双胶纸，所有页彩色打印，正反打印
X1-Mini2.0系列 快速安装指南
英文版 SolaX(02版)

设计

描述

刘萱萱

2019/3/8

审核

朱梦莹

2019/3/8

材料

双胶纸

核准

朱娴红

2019/3/8

2.未注尺寸公差按 +- 1.5mm
3.图面、字体印刷清晰、无毛边、不起边、油墨不脱落
描述 X1-Mini2.0系列 快速安装指南 英文版 SolaX(02版)
料号
单位

614.00398.02
页次

4.字体颜色为PANTONE Black C，无边框，底色为白色

浙江艾罗网络能源技术有限公司
SolaX Power Network Technology (Zhe jiang) Co.,Ltd.

5.符合RoHS要求

料号

614.00398.02

单位

页次

浙江艾罗网络能源技术有限公司

Inverter Installation

II

- Drill holes with φ10.
- Depth: at least 50mm.

- Unscrew the bracket from the back of the inverter.
- Mark the position of the two holes.

200mm

Quick Installation Guide
X1 Series 0.7KW-2.0KW

Packing Lists

I

- Tighten the expansion tubes.

- Screw the expansion screws.

- Match the inverter with the bracket.
- Screw the cross recessed screw on the right side.

PV Connection

III
Cable size: 12 AWG

-Align the two halves connectors.

trip length:

7.0mm

X1

Inverter ×1

Female DC unit×1
Male
Negative
DCDC
pinunit×1
contact ×1

Male DC unit×1
Female
DCcontact
unit×1×1
Positive
DC pin

Expansion tube×2
Expansion screw ×2

12 AWG

X1 Series User Manual
0.7kw - 2.0kw

Copyright Declaration

Ring terminal ×1

AC terminal×1

Plug and Play Pocket WiFi×1
(optional)

The copyright of this manual belongs to Solax Power Network Technology(Zhe jiang) Co,. Ltd.
Any corporation or individual should not plagiarize, partitially or fully copy (including software,etc.),
and no reproduction or distribution of it in any form or by any means. All rights reserved. SolaX
Power Network Technology (Zhe jiang) Co.,Ltd. reserves the right of final interpretation.

positive DC
pin contact

male plug

Product manual×1

X1 Series 0.7KW-2.0KW

Quick installation guide×1

Warranty card×1

Note:
1) Please refer to the appropriate instruction manual for the usage of optional accessories.

cable

negative DC
pin contact

nut

clamp contact

female plug

tight nut

Firmware Upgrading

AC Connection

IV
Cable size: 10 AWG
52.5mm

2.Insert the tripped end of each three
wires into holes in the female insert,
then tighten each screw with L-type
wrench.

1.Slide the cable nut and
back shell onto the cable.

outer jacket

trip length

- Open the communication lid on the bottom of the inverter as below.

6mm

55mm

USB

5.Connect the AC plug to the inverter, and screw down the pressure
screw on the top part of AC terminal.

3.Screw down the threaded sleeve of the pressure screw.

- Download the upgrade program into USB ﬂash drive.
- Insert the USB ﬂash drive with program into the “USB” port on the bottom.
4.Screw down the pressure screw.

Firmware Upgrading

Connections and Overview

V

Ø For the inverter with LCD, user can refer to the following:
- Screw the ground screw with Φ4 hexagon wrench shown as follow.
-- When the user turns on all the switches, the LCD will show pictures as bellow.
V
And at the same time, the user can choose the program you need by short pressing “ ” and “V” key , and then long press “V” to
conﬁrm and upgrade the inverter.

ARM
DSP

Cancel
OK

Update(ARM)
>618.00207.00... ...

Update(ARM)
Updating----25%

- Prepare the connector and the communication cable, following the PIN de nition and assembly order bellow, then insert the cable into the

corresponding 485 port of the inverter, and tighten the waterproof connector.
1

PIN

1

2

3

8

Definition

RefGen

Com/DRM0

GND_COM

4

5

METER_A/ METER_B/

485_A

485_B

6

7

8

E_Stop

GND_COM

X

ARM
DSP

Update(DSP)
>618.00205.00... ...

Update(DSP)
Updating----25%

- Overview for connection.
- After checking all connections are correct, turn on the external
DC /AC breakers.
- Turn on the DC switch to the “ON” position.
- Inverter will start automatically when PV panels generate
enough energy. The LED will be blue and the LCD screen
will display the main interface.

-- After the upgrade is complete, please pull off the USB flash drive, and then screw the panel of USB port.

* Please contact our service support to get the update package, and extract it into your USB flash drive.
Please DO NOT modify the program file name ! Otherwise it may cause the inverter not work anymore !

614.00398.02

